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QUIK-j et 6s speedy delivery in fast wuptak
work effectively and profitably in a variety of situations. When there is
ample moisture, low volume injections with the QUIK-jet are a breeze on
ring porous oaks and diffuse porous maples. With high insect pest
infestations on trachied or evergreen trees, a customized reservoir
system is used allowing hundreds of trees to be treated in a short period
of time.

For customer assistance, call from 8 am to 4:30 pm EST Monday through Friday at 1-866-272-6758 or visit the website at
www.arborjet.com. Arborjet welcome your comments, questions and suggestions concerning QUIK-jet and injectable products.
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Parts of the QUIK-jet Pro Kit

UKot Ki QUIK-jet Kit i 070-2250
RIS QUIK-jet Pro Kit i 070-2260
QUIK-jet Carry Bag QUIK-jet Bottle
(Pro Kit only) Assembly
£y 975-00137

070-2200

e
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QUIK-jet Holster

(Pro Kit only)
ARBORJET 975-00139

Kseuogn?”

QUIK-jet Towel
(Pro Kit only)
975-00131

QUIK-jet Tool Kit

070-2240
AArborplug Set Tool
Re-order 2 pack i 070-0120

ADrill Bit Kit
2 pack - 010-4040
ANeedle Clean-out Tool Kit
2 pack - 070-0130
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¢ A . : QUIK-jet Device QUII;;gtgon;gg bag
Safety Glasses = QUIK-jet 250mL cylinder i 975-00134 070-2230 -
975-00084 QUIK-jet Funnel i 975-00098
QUIK-jet Hook i 975-00128

QUIK-jet Bottle Holder Clip i 975-00126 4
CLEAN-jet 500mLT Re-order 1Liter - 030-2030
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QUIK-jet Assembly and Setup
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fipush to c T
Needle PTC fitting

Connect Leur to Connect Leur Push Needle into
APush to Commdd€qfidting to APush to Connect
(PTC) fitting QUIK-jet device (PTC) fitting

PTC fittings use a 5/160@
for installation and removal. Attach Supply Line to

QUIK-jet device
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QUIK-jet Assembly and Setup

Attach Bottle Clip The Bottle Clip is used with
to QUIK-jet bottle Holster, belt, or belt loop.
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Clip the QUIK-jet Hook to Use plastic guard to protect
Holster, Belt, or Pants Glass Barrel - 975-9446
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3 Easy Steps for QUIK-jet
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1. DRILL 2. PLUG 3. INJECT

SAFETY REMINDER

Always wear
safety glasses and
gloves when
handling
equipment and
products.

QUIK-jet in use



